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SOUND-TEC JggAN

20MIL SPC FLOORING

\

SPECIFICATIONS

Product Line Sound-Tec Edge Profile Beveled Edge
Product Type Stone Polymer Composite (SPC) Embossing Natural Wood Texture
Core Material 4.5mm High-Density SPC Finish Anti-Microbial + Ceramic Bead
Wear Layer 20mil ScratchGuard Installation Floating
Overall Thickness 6mm (0.236") Clip System Rapid Lock Watertight Seam
Nominal Plank Size 7" x 48" Bacteria Resistance Bioshield Coat
Actual Plank Size 182mm x 1220mm Attached Pad 1.5mm Sound-Reducing & Anti-Microbial Pad
SOUND TESTING
Proudly Partnered With
Veneklasen Associates HIIC Ic STC AHIIC AlIC
Sound-Tec 69 64 61 28 24
Sound-Tec + FloorSilencer Flex 77 66 60 35 25
Sound-Tec + FloorSilencer Boost 78 66 61 N 24
PACKAGING
Units Square Feet Weight (Ibs) Square Meters Weight (kg)
Carton 10 23.90 sqft 46.74 lbs 2.22m2 21.2 kg
Pallet 50 1195 sqft 2392 lbs 111 m2 1085 kg
Container 1,000 23900 sqft 47840 lbs 2220 m2 21700 kg

PERFORMANCE & TESTING

Slip Resistance ASTM D2047 >0.52 (Dry)
Radiant Flux ASTM E648 Class 1
Static Load ASTM F970 2,000 PSI | .036 Inch
Smoke Density ASTM E662 Passes
Light Resistance ASTM F1515 Passes
Heat Resistance ASTM F1514 Passes
Chemical Resistance ASTM F925 Passes
Phthalates ASTM F3414 - 20 (CPSC) Passes
Heavy Metals ASTM F963 Passes
Formaldehyde ASTM D6007 Passes
FloorScore Certified California 01350 Passes
Leed Scorecard EQ 4.3 Low-Emitting Materials 1 Point
WARRANTY
Residential Lifetime
Light Commercial 20 Years
Heavy Commercial 15 Years
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